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Schistosomiasis is a widespread parasitic infection globally but more so in sub-Saharan Africa which
accounts for about 90% of those seeking treatment globally. Fresh water aquatic snails are intermediate
hosts of parasites causing the disease. Niclosamide was approved by the World Health Organization to
be the main molluscicide used in the control of the snails. However, many plant species could be used
as alternative molluscicides as they are environmentally friendly. This study aimed to isolate and
characterize the chemicals responsible for the molluscicidal activity in the plants, Phytolacca octandra,
Phytolocca dodecandra and Balanites aegyptiaca. Parts of the whole plant (berries, leaves, stems and
roots) were collected, air dried to constant weight, macerated to a fine powder and extracted separately
using methanol in soxhlet apparatus. After extraction, the crude extracts were isolated and purified. The
melting points of the isolated compounds were determined and testing was done for alkaloids,
triterpenoids, glycosides and saponins. The tests were positive for triterpenoids, glycosides and
saponins but negative for alkaloids.
Key words: Schistosomiasis, molluscicide, Phytolacca octandra, Phytolocca dodecandra, Balanites aegyptiaca.

INTRODUCTION
Schistosomiasis is a devastating tropical disease
(Jenkins-Holick and Kaul, 2013) and ranked second after
malaria in terms of number of people at risk and those
infected (Steinmann et al., 2006). It is caused by
Schistosoma trematodes (Oliveira-Filho and Paumgartten,

2000) whose intermediate hosts are a variety of fresh
water snails (Jenkins-Holick and Kaul, 2013). The disease
is prevalent in regions where the population come into
contact with infested water and has little access to safe
water (Bruun and Aagaard-Hansen, 2008). In some
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countries like Japan, China, Egypt, Morroco and Brazil, it
has been controlled to low levels whereas almost
eliminated in the Caribbean Islands, the Islamic Republic
of Iran, Mauritius, Morocco, Puerto Rico, Tunisia and
Venezuela (Engels et al., 2002). However, the disease
causes a huge problem in sub-Saharan Africa where it is
currently estimated that 90% of those requiring treatment
globally are found in this region, leading to at least
200,000 deaths per year (World Health Organisation,
2016; Jenkins-Holick and Kaul, 2013).
The extract of some plants species have been found to
be potent in destroying the snails with some being
environment friendly in comparison with niclosamide, the
only
World
Health
Organisation
recommended
molluscicide. These plants include Euphorbia hirta
(Yadav and Singh, 2011), Euphorbia milii (Oliveira-Filho
and Paumgartten, 2000) and Jatropha gossypifolia
(Yadav and Singh, 2014). Balanites aegyptiaca fruit,
Entada phaseoloides bark, Derris elliptica roots, sisal
pulp and Schima argentea leaves are reported as
molluscicides but poisonous to fish (McCollough et al.,
1980). McCollough et al. (1980) further reported the
berries of Phytolacca dodecandra as a molluscicidal in
Ethiopia, as well as the seeds of Croton tiglium and
Croton macrostachyus in India and Sudan and the leaves
and flowers of Ambrosia maritima in Egypt. The study
further noted that an infusion of A. maritima causes 100%
mortality of planorbid snails, their egg masses,
schistomal miracidia and cercariae after 24 h exposure
while having low toxicity to fish, insect and mammals.
Chauhan and Singh (2014) established that petrol extract
of the plant Alstonia scholaris shows molluscicidal as well
as ovicidal activity against the harmful snails Lymnaea
acuminata and Indoplanorbis exustus that are hosts to
Fascioliasis and schistosomiasis parasites.
Various active compounds in plant species having
molluscicidal properties have been reported. Saponins
are the active component for B. aegyptiaca, E.
phaseoloides, D. elliptica, Swartzia madagascariensis and
Spindus saponaria, whereas triterpenoids, saponins,
oleanoic acid and glucoside have been reported for P.
dodecandra (McCollough et al., 1980). Singh et al. (2010)
identified some of the major categories of active compounds
in plants with pesticidal activity including saponins
(naturally occurring plant glycosides), alkaloids, flavonoids,
diterpeneoids, monoterpenoids, sesquiterpenoid lactones
and tannins. The plants, Phytolacca octandra (L.), P.
dodecandra (L'Herit) and B. aegyptiaca (L.) are used in
the control of snails transmitting schistosomiasis in
Kenya. Therefore, this study aimed to isolate the active
compounds from these plant species.
MATERIALS AND METHODS
Collection, preparation and extraction of plant materials
P. dodecandra and P. octandra plant materials were collected from
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Njoro Division in Nakuru County, whereas B. aegyptiacca materials
were obtained from Kitui County. Identification of the plants was
done at Egerton University. The materials were separated into
berries, leaves, stems and roots and air dried for a period of six
weeks. The dried materials were ground into powder using a
hammer mill and stored in clear plastic bags. Using a soxhlet
apparatus, a methanolic extract was obtained from 250 g of each
ground sample in a duration of 8 h. Removal of the solvent was
done in vacuo to give a concentrated extract.

Isolation and purification of active compounds
Isolation and purification of the crude extracts was done as
outlined. They were dissolved to give an aqueous solution using the
solvents: distilled water, n-butanol, methanol and diethyl ether with
P. octandra and P. dodecandra berries extracts and cold methanol
with the extracts of all other different plants’ parts. Filtering gave a
brown precipitate for P. octandra stem and white crystals for the
other plants’ parts after washing with cold methanol, and also with
pet-ether, ethyl acetate for P. octandra stem. A Sanyo melting point
apparatus was used to establish the melting points. Thin layer
chromatography (TLC) analysis of the crystals was done with
methanol and silica gel. Antimony chloride in concentrated
hydrochloric acid (HCL) was used as the spraying reagent. The
tests carried out for: triterpenoids using Liebermann-Buchard
reagent, alkaloids using Dragendorff reagent and test for saponins
and concentrated H2SO4 was followed to detect the presence of
glycosides. Elemental analysis was carried out using the CE 440
Elemental Analyser Exeter Analytical instrument.

RESULTS AND DISCUSSION
Chemical characterization of the isolated compounds
The crystals exhibited very sharp melting points with a
range of about 3°C from the onset of melting to the point
where the crystals had melted completely (Table 1). TLC
analysis of the crystals revealed the presence of single
spots, which appeared as pink spots upon spraying with
antimony chloride in concentrated HCL acid and heating
at 90°C for 10 min. The appearance of a single spot for
each compound confirms that the crystals were pure.
Antimony chloride in concentrated HCl acid used as a
spraying reagent is also used to confirm the presence of
saponins, which normally appear as either pink or purple
spots (Harborne, 1984). Therefore, the pure compounds
could probably be saponins since they gave pink spots.
Chemical characterization and isolation of compounds
was done for P. octandra and P. dodecandra only as
sufficient quantity of materials were not obtained for B.
aegyptiaca.
Dragendorff’s reagent was used to test for alkaloids but
no precipitate was formed implying that the crystals were
not alkaloids.
Using the Liebermann-Buchard reagent turned the
crystals color to blue-green indicating the presence of
triterpenoids that can be divided into four groups: true
triterpenes, steroids, saponins and cardiac glycosides
(Harborne, 1984). However, TLC analysis suggested the
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Table 1. Results obtained from chemical characterization.

Crude extract
sample
MWS
MWR
GSC
BBC
BSC

a

M.P (°C)

347-349
344-346
370.3-370.8
245-248
334-336

b

TLC (Rf)
3.5/7
4.3/7
4.5/7
3.8/7
3.0/7

Alkaloids
- VE
- VE
- VE
- VE
- VE

Test Performed
Triterpenoids
+ VE
+ VE
+ VE
+ VE
+ VE

Glycosides
+ VE
+ VE
+ VE
+ VE
+ VE

Saponins
+ VE
+ VE
+ VE
+ VE
+ VE

a

Melting point, bRf= retardation factor, -VE=negative result, +VE= positive result. MWS = P. octandra berries, MWR = P.
octandra stem, GSC = P. octandra roots, BBC =P. dodecandra berries and BSC = P. dodecandra stem

Table 2. Composition and correlation coefficients of compounds isolated from the plants Phytolacca octandra and P.
dodecandra.

Crude extract
sample

Composition
(%)

Correlation coefficients (r)
c
d

a

b

GSC

C = 69.16
H = 6.53
O = 24.31

e

f

0.9969

0.9879

0.9969

0.9998

0.9938

0.9775

BBC

C= 76.66
H = 7.29
O = 16.05

0.9701

0.9497

0.9710

0.9899

0.9626

0.9304

C= 74.69
H = 7.10
O = 18.22

0.9786

0.9609

MWR

0.9794

0.9946

0.9722

0.9436

a: 3-O- {o-α-L-Rhap-( 1→2)-o- β -D-Glup-( 1→2)-O-( β-D-Glup-( 1→4)]- β -D-Glup}oleanolic acid; b: 3-0-(2’,4’-Di-O-( β -DGlup)- β -D-Glup] oleanolic acid; c: 3-O-{α-L-Rhap-(l→2)-O-(β -D-Galp-(l→3)]- β -D-Glup} oleanolic acid; d: 3-O- β -D-Glupserjanic acid; e: 3-O-[β-D-Galp-(l→3)]- β -D-GIup]-serjanic acid; f: 3-O-{α-L-Rhap-(l→4)]- β -D-Glup-(l→2)-0- β -D-Glup}
serjanic acid.

presence of saponins. Therefore, the triterpenoid saponins
are the most probable compounds that are responsible
for the blue-green coloration. Concentrated H2SO4 was
used to test the crystals for the presence of glycosides. A
positive result, indicated by development of an intense
red coloration of the sample MWR was observed. The
others produced specks of red coloration. These specks
of red coloration could probably be as a result of
glycosides linked to the aglycone chain of the saponin.
A test for saponins was carried out by adding diethyl
ether to a solution of the crystals in methane. A white
precipitate was formed indicating the presence of
saponins. Fractionated extracts of P. octandra and P.
dodecandra were positive for the presence of saponins.
These findings are in line with those of Treyvaud et al.
(2000) and Thiilborg et a l . (1993) that the berries of P.
octandra and P. dodecandra are rich in saponins and
therefore one of the best sources of plant species having
molluscicidal potency.

Elemental analysis
Elemental analysis of the crystalline compounds showed
that MWR, BBC and GSC are basically made of carbon,
hydrogen and oxygen varying in percent composition.
Correlation analysis was done to compare the observed
similarities between the isolated crystalline compounds
and known isolated compounds from plants of the
Phytolaccaceae family (Thiilborg et al., 1993; Treyvaud et
a l . , 2000). From the correlation analysis (Table 2), there
is a high likelihood that the isolated compounds are
saponins since a high positive correlation was obtained (r
> 0.93) for all tested samples.
The greatest correlation was registered between the
isolated compounds and known compounds (c: 3-O-{α-LRhap-(l→2)-O-[β-D-Galp-(l→3)]- (β-D-Glup }) oleanolic
acid and (d: 3-O- β -D-Glup-serjanic acid). This therefore
suggests that the isolated compounds: GSC, BBC and
MWR could either be oleanolic acid saponins or serjanic

Kariuki et al.

acid saponins. These findings concur with the findings of
Thiilborg et a l . (1993) and Treyvaud et a l . (2000) who
have isolated oleanolic acid and serjanic acid saponins
from plants of the Phytoleccaceae family.

Conclusions
Chemical characterization of the isolated crystalline
compounds indicates that they were pure saponins. The
pharmacological evidence and chemical characterization
results from this study serve as a link between scientific
findings and traditional empirical knowledge. The results
also confirm existing traditional empirical knowledge that
the studied plants, which are used as soap substitutes
locally, contain saponins.
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Metakaolin clay (MC)-based geopolymer was used to immobilise waste cathode ray tube (CRT) glass as
a method of recycling it into other useful products. Effects of CRT glass on the properties of
geopolymer and toxicity status were assessed. A Nigerian MC was replaced with different proportions
of ground waste CRT glass (0-20%) and alkali-activated to produce geopolymers. X-ray fluorescence
(XRF) was used to characterise CRT and MC. The geopolymers were cured at room temperature for 7,
14, 21 and 28 days. Their setting time, compressive strength, dry density, water absorption and Pb
binding abilities were evaluated. Geopolymers were leached using Toxicity Characteristics Leaching
Procedure (TCLP). The XRF results revealed the main oxides of MC as SiO 2 and Al2O3 and CRT glass as
SiO2 and PbO. Setting time of the geopolymers ranged from 1 h (0% CRT) to 2 h (20% CRT).
Compressive strength values of the geopolymers increased with percentage composition of CRT glass
and curing age. At 28 days, the maximum compressive strength of 36.8±0.4 MPa was obtained for
geopolymer that contained 20% CRT glass. Increase addition of CRT glass reduced water absorption
and increased the density of the geopolymer. Leachable Pb in the geopolymer extracts was below US
EPA TCLP regulatory limit of 5 mg/L. Metakaolin clay geopolymers can be a cost-effective and
sustainable binder to recycle CRT into value added products.
Key words: Metakaolin clay geopolymer, Immobilisation, cathode ray tube glass, recycling, leachable Pb.

INTRODUCTION
A cathode ray tube (CRT) is a vacuum tube which
consists of electron gun(s) and a fluorescent screen and
it is used to display images mainly on computers and
televisions. It consists of neck glass which houses the
electron gun, screen glass which shows the image
obtained from electronic signals and a funnel glass that
connects the screen and neck. It is usually held in plastic
casing. The funnel and neck glass contained large
amount of Pb in form of lead oxide (PbO). The screen

glass is a non-leaded glass but contains barium oxide.
The high amount of Pb in the glass of cathode ray tubes
(CRTs) make them hazardous to the environment when
they reach end-of-life.
Waste CRTs are generated mainly from end-of-life
computers and televisions. Their generation is usually
estimated from first generation spent computers and
televisions. In the current technology, computer and
television monitors have been substituted with new
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devices such as Liquid Crystal Displays (LCDs) and
Plasma Display Panel (PDPs). This replacement led to
generation of large quantity of outdated computers and
televisions in all the countries of the world with
consequent production of waste CRTs. Several studies
have documented the estimates of waste CRT devices
from different countries. Singh et al. (2016) cited that,
according to the United Nation University (UNU), the
global quantity of waste CRT screen glass generation in
2014 was around 6.3 Mt. with 2.5 Mt in Asia 1.7 Mt in
Europe, 1.7 Mt in America, 0.3 Mt in Africa and 0.1 Mt in
Oceania. According to a white paper on E-waste
Recycling Industry in China, 43.11 million tons of CRT
glasses were generated in 2013 (Singh et al., 2017). The
authors further documented that in Japan approximately
1.87 million CRT TVs were collected in 2014 and 6.9 Mt
of CRTs remain to be recovered from homes and
businesses in the U.S. In view of this large amount of the
waste CRT glass in circulation, there is need for its sound
environmental management.
At the end-of-life, if the monitors are disposed of into
the environment indiscriminately or landfilled, the CRT
glass can crush, when Pb and other undesirable heavy
metals can leach from them (Jang and Townsend, 2003;
Iniaghe et al., 2013) and contaminate, soil, air,
groundwater and afterwards food chain. Kim et al. (2005)
studied the leaching of heavy metals from waste CRT
glass and found that most CRTs exceeded the regulatory
threshold of 5 mg/L for Pb and 0.75 mg/L for land
disposal restrictions. Since TCLP is meant to simulate the
conditions that might likely occur in landfill, their results
imply that disposal of waste CRTs on land or in landfill is
not the best management option.
Cement has been used as binding material for
stabilization of different hazardous wastes. Cases of
recycling of waste CRT into concrete using ordinary
Portland cement have been reported (Ling and Poon,
2011; 2012; Lairaksa et al., 2013; Sua-iam and Makul,
2013). Sua-iam and Makul (2013) reported that the Pb
leaching levels from the cured concrete were within US
EPA allowable limits, demonstrating effective Pb
encapsulation in the concrete and the glass content of
the CRT. However, as cited by Sua-iam and Makul
(2013), the use of waste glass as an aggregate in
concrete has a slightly negative effect on the workability
as well as decreasing the slump, air content, and unit
weight of the concrete. Moreover, more water was
required to achieve workability. To overcome the
weaknesses of the existing management methods,
geopolymerisation may be a suitable and economic
method for management of waste CRT glass.
Geopolymers are solid aluminosilicate materials usually
formed by alkali hydroxide or and alkali silicate activation
of solid precursors such as commercial pure metakaolin,
low purity metakolin clay obtained from local kaolin clay
deposits, coal fly ash, and/or metallurgical slag.
Geopolymers are alternative greener inorganic binders
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that can be applied in stabilization of hazardous waste,
building and construction as ordinary Portland cement.
Geopolymers have been studied as matrices for heavy
metals and hazardous waste encapsulation (van
Jaarsveld and van Deventer, 1996; Pacheco-Torgal et
al., 2007; Ogundiran et al., 2013). They do these by
physical encapsulation or the particular metal provides a
charge balancing mechanism for the substitution of
tetrahedral Si by Al in the geopolymers. Geopolymer
technology provides an opportunity to recycle solid and
liquid wastes into useful products such as pavement
blocks, bricks and concrete in place of disposal which
could lead to environmental contamination (Saeed and
Zhang, 2012; Kumar and Kumar, 2013). The global
initiative towards sustainable technology has engendered
studies on the possibility of using wastes materials as
part of geopolymer precursors to make the technology
sustainable and encourage less use of natural resources
like metakaolin clay, continuous mining of which may
cause environmental degradation and depletion of natural
resources. The glass in the waste may serve as resource
materials
for
production
of
metakaolin-based
geopolymers thereby diminishing the demand for kaolin
clay which is a non-renewable resource.
Studies are scanty on the recycling of waste CRT into
geopolymers. Recycling of CRT glass to CRT glassmetakaolin clay (MC) geopolymers may be an
environmental and cost effective means of managing
spent CRT glass and reduce release of Pb into the
environment. The CRT management process described
in this study was designed to assess the capacity of
metakaolin clay geopolymers to immobilise leachable Pb
in the mixture of the three types of waste CRT glass
thereby providing a better solution to CRT environmental
contamination. Thus, the aim of this study was to
investigate immobilisation of waste cathode ray tubes
(CRTs) glass using metakaolin clay geopolymer. Other
objectives were to assess the effects of CRT glass
addition on the metakaolin clay geopolymers properties
such as compressive strength, density and water
absorption and environmental fitness of the CRT glassMC geopolymers.

MATERIALS AND METHODS
Material collection and treatment
A Nigerian kaolin clay tagged as Ikere-Ekiti kaolin clay was sourced
from natural deposits in Ikere Local Government, Ekiti State. Large
amount of the clay sample was dried under sun to reduce its
moisture content. The sample was crushed using rolling rod. The
crushed clay was air-dried for one week and sieved to 212 µm
using Endicott Ltd, London, stainless steel sieve. Waste cathode
ray tube was collected from a technician workshop, dismantled and
the neck, funnel and panel glasses removed, washed, dried and
ground together. This was sieved to 63 µm particle size in
accordance with particle size of 75 μm or less to initiate glass
pozzolanic reaction (Shao et al., 2000). The kaolin clay was
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Table 1. Mix proportion used on a weight basis to produce a
geopolymer.

% Ratio of MC : CRT glass
100:0
95:5
90:10
85:15
80:20

thermally treated to convert it into amorphous metakaolin clay which
is the reactive precursor for geopolymer production, following
Ogundiran and Kumar (2015).

Material characterisation
Chemical composition of the ground waste CRT glass was
determined using X-Ray Fluorescence (XRF) Spectrometer (TEFA
ORTEC automatic X-ray F) and of the metakaolin clay was adapted
as reported previously (Ogundiran and Kumar, 2015).

Synthesis and characterisation of geopolymer
Sodium hydroxide (NaOH) in form of white flakes and sodium
silicate solution with chemical composition of 30.1% SiO 2, 9.4%
Na2O and 60.5% H2O both of industrial scale were used as the
activator. Eight molars (8 M) NaOH solution was prepared by
dissolving the appropriate quantity in distilled water and allowed to
cool. The Na2SiO3 and NaOH solutions were mixed together in a
mixing ratio of (1:1) to form an alkali activator. The alkali activator
after preparation was left for about 24 h before use. The ratio of
metakaolin clay to ground waste CRT glass were 100:0, 95:5,
90:10, 85:15 and 80:20. The mix proportions are presented in Table
1.
The starting materials were mixed in a mixer for a few but
consistent minutes to homogenise the samples. The amount of the
activator was added and mixed again with a mixer for a few minutes
until a workable paste was obtained. The pastes were cast into
plywood cube moulds of 40 mm × 40 mm × 40 mm lined with
polystyrene material and vibrated on a table for few minutes for
compaction and reduction of entrapped air. Setting time of
representative geopolymer pastes were measured as the time
between the cast of the geopolymer paste and the time when it
solidified completely, preventing the penetration of a needle
(Ogundiran et al., 2013). The moulds were covered in polythene
bags and allowed to set at room temperature for 3 days. After which
the geopolymer samples were demoulded and kept in sealed
plastic bags to cure at room temperature. The compressive strength
values at 7, 14, 21 and 28 days curing were measured. For each
curing time, test was conducted on three geopolymer samples
using compression test machine (ELE International, ADR Touch
2000). The maximum force for each geopolymer was divided by the
cross-sectional area and the average of the two closest values was
taken as the compressive strength. Dry density and water
absorption of the geopolymers at 7 and 28 days were measured as
reported previously (Ogundiran and Ikotun, 2014).

Toxicity characteristics leaching procedure test
This test was

performed to

assess

the

effectiveness

of

Activator/solid ratio
0.82
0.78
0.73
0.69
0.64

encapsulation of Pb in the geopolymer networks and the
environmental fitness of the CRT-MC geopolymers. Lead (Pb)
leaching from the geopolymers after 28 days was assessed using
the Toxicity Characteristic Leaching Procedure (TCLP) (Method
1311) as reported previously (Ogundiran et al., 2013). Two (2.0) g
of the CRT glass containing geopolymer samples crushed to less
than 10 mm and the unstabilised counterparts were extracted with
40 mL of 0.1 M acetic acid solution with initial of pH 2.88 ± 0.05 in
capped polythene centrifuge tubes. Acetic acid solution at pH =
2.88±0.05 was chosen as extractant since the samples were highly
alkaline materials. The extraction vessels were rotated on an endto-end shaker at 30 rpm for 18 h and filtered to remove suspended
solids. The extracts were acidified to pH ˂ 2 prior to instrumental
analysis. Quality control included duplicate, blank and blind sample
analyses. Atomic absorption spectrophotometer (A-analyst 200)
was used to quantify extractable Pb in the extracts.

RESULTS AND DISCUSSION
Material characterisation
From the results of XRF analysis, PbO and SiO2 were
found as the main chemical composition of the CRT glass
and NaO2, K2O, CaO, BaO and Al2O3 as the minor ones
(Table 2). The SiO2 of the CRT glass is amorphous which
could participate in geopolymerisation reaction.

Water demand and setting time of the geopolymers
Partial replacement of metakaolin clay with waste CRT
glass in the synthesis of geopolymer has effect on
activator and indirectly water consumption and workability
of the geopolymer pastes. One of the disadvantages of
metakaolin geopolymer is high water demand which
makes its handling difficult in order to achieve sufficient
workability. Obviously, CRT glass-MC geopolymers have
lower solution-to-binder ratios compared with 100% MCgeopolymers (Table 1). Less solution was required to
achieve the same workability with 100% MCgeopolymers. Addition of glass appears to achieve two
purposes. The CRT glass contributed reactive silica
during geopolymerisation reaction, hence less activator
solution as glass addition increased (Table 1). Secondly,
the glass probably impacted self-compacting properties
on the clay by filling pores among the clay particles,
thereby reducing its water absorption ability.

Ogundiran and Enakerakpo

45

Table 2. Chemical composition (% wt) of the CRT and metakaolin clay.

Oxide (% weight)
SiO2
PbO
AI2O3
K2O
Na2O
CaO
Fe2O3
MgO
BaO
ZrO2
Cr2O3
ZnO
TiO2
P2O5
SrO
Mn2O3
LOI

CRT
54.1
24.1
3.72
4.32
7.02
2.45
0.36
1.08
2.00
0.04
0.12
0.03
0.16
0.11
0.07
0.02
0.21

*Calcined clay
55.8
27.4
0.17
0.23
0.11
1.10
0.06
0.11
1.24
0.09
1.27

*Source: Shao et al., 2000.

Table 3. Setting time of geopolymers with NaOH/Na2SiO3 activator and at different
CRT additions.

Geopolymer

CRT-MC geopolymer

%CRT
0
5
10
15
20

The setting times of CRT-MC geopolymers are
presented in Table 3. These were found to range from 1
to 2 h. The setting time was least for the 100% MCgeopolymer and increased as the proportion of CRT
glass in the geopolymer increased, showing slow
activation of the geopolymer paste. A retarded setting
time achieved with addition of waste CRT glass may be
an advantage, since it improved geopolymer paste
workability for a longer period of time. The fast setting
exhibited by the 100% MC-geopolymer may be related to
the increase in the dissolution/hydrolysis rate exhibited by
the metakaolin clay due to its high Al2O3 content, which in
effect, increased the initial geopolymer reaction and
setting time as stated previously (Ogundiran and Sanjay,
2016). Addition of CRT glass increased the setting time.
This implies that waste CRT glass can be used to control
initial geopolymerisation reaction: Setting and hardening
that accompany synthesis of metakaolin clay
geopolymers. Sua-iam and Makul (2013) also reported
increase in the setting time of cement concrete due to

Setting time (h:min)
1:0
1:5
1:20
1:45
2:0

addition of CRT glass.

Compressive strength of geopolymers
The compressive strength results of the geopolymers
made with different proportions of waste CRT glass and
metakaolin clay at 7, 14, 21 and 28 days are shown in
Table 4. The compressive strength increased with
increasing curing period. The increase in compressive
strength with curing periods suggests ongoing reactions
by the geopolymers with accompanied stronger strength
gain. All geopolymers which contained CRT glass
exhibited higher compressive strength than 100% MCgeopolymers at all curing ages, and the higher the
quantity of the CRT glass, the higher the compressive
strength. The CRT glass containing geopolymers
displayed better early and later strength gain.
Geopolymer with 20% CRT glass replacement exhibited
the highest compressive strength at all ages followed by
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Table 4. Average values of compressive strength (N/mm2) of CRT-MC based geopolymers.

Curing ages
(Days)
7
14
21
28

0%
22.0±2.7
25.0±1.7
28.5±1.2
30.8±0.6

5%
24.8±0.3
27.1±0.3
30.6±0.4
31.9±0.7

CRT glass-MC geopolymers
10%
26.1±0.3
28.5±0.5
32.1±0.8
33.5±0.6

the geopolymer with 15, 10 and 5% CRT glass
respectively. For instance, at 7 days, the compressive
strength value of 20% CRT-MC geopolymer increased up
to 28 MPa compared with 22 MPa for 100% MCgeopolymer. Similarly, it exhibited compressive strength
of about 36 MPa compared with 30 MPa for MCgeopolymers at 28 days. Up to 20% CRT glass addition
meets 30 MPa IS 15658 specifications (Kumar and
Kumar, 2013) for paving blocks. This implies that the
CRT glass-MC geopolymers could be applied as paving
materials if they meet environmental standards.
Three reasons among others may be advanced for the
variation in the compressive strength of the geopolymers.
The effect may be connected with the chemical
composition of the glass. The XRF results showed high
content of SiO2 in the composition of CRT glass (Table
2). The silica content of CRT glass is amorphous (Suaiam and Makul, 2013). Amorphous silica is an active
component in geopolymerisation reaction. Therefore, the
addition of CRT glass possibly improved more
participation of Si-O-Si bond in geopolymer network of
CRT glass-MC based geopolymers. The Si-O-Si bond
has been documented to be stronger than Al-O-Al bonds
(Duxson et al., 2005). Reactive Al-O-Al bonds were
probably more in the MC-geopolymer and this accounted
for lower strength. Secondly, the higher water demand as
shown in Table 1, of MC-geopolymers, might have
contributed to accelerate geopolymer reaction which
resulted in rapid setting, thereby preventing it from
forming denser and stronger geopolymer frameworks.
This suggests that waste ground CRT glass may be
applied to overcome higher water demand of MC-based
geopolymers. Another factor that may be considered to
be responsible for the increase in strength was the
presence of Pb in the geopolymer network. The Pb in the
network might have acted as a network former, a network
modifier, or a charge supplier (Ogundiran et al., 2013).

15%
27.9±0.3
30.6±0.9
33.8±0.5
34.7±0.7

20%
28.5±0.1
31.7±0.1
35.1±0.3
36.8±0.4

absorbs by the construction materials. It is an important
factor considered in the determination of durability of
building materials. It is usually done to determine the
resistivity of geopolymers to water. Water absorption can
also be an indicator of the degree of geopolymerisation
reaction (Saeed and Zhang, 2012). The results of the 7
and 28 days water absorption of the geopolymers are
shown in Figure 1. The water absorption capacity ranged
between 0.38 (20% CRT) and 1.87% (5% CRT). This
range was far less than 7% water absorption specification
for paving blocks (Kumar and Kumar, 2013), which
means in terms of water absorption CRT-MC
geopolymers can be applied as paving materials.
Increase in CRT glass addition decreased the amount of
water absorbed by the geopolymers. Geopolymer
samples consisting of 100% metakaolin clay showed the
highest percentage of water absorption capacity while
geopolymers with higher content of CRT glass had the
lowest. This demonstrates that waste CRT glass has
potential to make metakaolin clay geopolymers to be less
porous and improve their ability to limit water infiltration.

Dry density of the geopolymers
The results of dry density of the geopolymers after 28
days curing are depicted in Figure 2. The geopolymers
3
dry density is in the range of 1830 to 1920 kg/m .
Increase in the amount of CRT glass increased density.
This is contrary to what was reported previously, when
ground waste window glass addition decreased the
density of metakaolin clay geopolymers (Ogundiran and
Winjobi, 2015). The difference might be due to the
presence of Pb in the CRT glass which increased the
bulk density of the geopolymers. Lead is a heavy element
with atomic weight of 207.2 g/mol.

Toxicity characteristic leaching procedure
Water absorption capacity of geopolymers
Water absorption is useful to assess the capability of
construction materials to absorb water under specified
conditions and it depends on the microstructure and
porosity of the materials. The more compact and less
porous the structure, the less the amount of water

The results of Pb leaching for the unstabilised starting
materials and the geopolymer counterparts as
determined by TCLP are presented in Figure 3. This test
was performed to determine the effectiveness of
geopolymer networks in binding Pb in waste CRT glass
as an alternative method to manage the waste and
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Figure 1. % Water absorption capacity of CRT glass-MC geopolymers at 7 and 28 days.

1940
1920

Density (kg/m3)

1900
1880
1860
1840
1820
1800
1780
0%

5%

10%

15%

20%

CRT glass-MC geopolymers
Figure 2. Dry density of CRT glass-metakaolin geopolymers at 28 days.

secondly to assess environmental fitness of CRT glassMC geopolymers for potential uses. The leachable Pb
ranged from 0.51 to 48.8 mg/L and from 0.27 to 4.28
mg/L in the unstabilised solids and geopolymers
respectively. Increase addition of CRT glass increased
leachable Pb from the geopolymers. The amount of
leachable Pb in the unstabilised solid extracts of mixture
of CRT glass and MC were above the US EPA TCLP
hazardous limit of 5 mg/L and below the limit in all the
geopolymer extracts. The results indicated that the levels
of leachable Pb of the geopolymers were substantially
reduced compared with their unstabilised counterparts
due to the immobilisation of the Pb in the geopolymers. A
solid material is considered toxic if the TCLP limit is

exceeded. This implies that the MC-geopolymers
possessed ability to render spent CRT glass non-toxic.
Up to 99.4% Pb was immobilised in 15% CRT glass-MC
geopolymer showing the highest binding capacity. Up to
15% CRT addition, the leachable Pb (0.23 mg/L) was
much less than the land disposal limit of 0.75 mg/L for
CRT (Kim et al., 2005.). This implies that CRT-metakaolin
geopolymers up to 15% CRT addition can be applied as
construction materials such as paving materials without
environmental adverse effects. About 91.2% of Pb in
20% CRT glass-MC geopolymer was immobilised,
showing decline in immobilisation power with increase in
CRT glass. This observation may imply oversaturation of
geopolymer network with Pb. These results established
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Figure 3. Concentration of extractable lead in unstabilised starting materials and CRT glassMC geopolymer counterparts.

that it is possible to use waste CRT glass and metakaolin
clay as precursors for synthesis of geopolymers. Also,
metakaolin clay geopolymers can effectively immobilise
CRT glass, thereby preventing leaching of Pb.
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