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Heavy metals released by a number of industrial processes are major pollutants in marine, ground, 
industrial and even treated wastewaters. Some conventional methods of treatment, generate toxic 
sludge, hence the study of biomaterials as adsorbents. The residual metallic ion concentrations were 
determined. The results obtained after contacting for 120 min showed that Chrysophyllum albidum 
seeds achieved the percent removal of 76.2, 63.0, 56.4 and 42.3 for  Cu2+, Ni2+,  Zn2+ and Pb2+ ions 
respectively. The percent removal of Ni2+ ions was 66.5 with an effective dose of 1.0 g of dried C. 
albidum seeds at pH 7.0 shaken for 2 h at 300 r.p.m. The ability of C. albidum seeds to absorb metal 
ions as shown from the results can be used for the development of a cheap technology for effluent 
treatment. 
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INTRODUCTION 
 
Heavy metals are toxic inorganic contaminants that, 
unlike organic contaminants that can be degraded by 
microorganisms, must be removed from wastewater be-
fore being discharged to the environment. A wide range 
of physical and chemical processes is available for the 
removal of heavy metal ions during wastewater treat-
ment. These include ion exchange, electro-chemical pre-
cipitation, filtration and adsorption on activated carbon. 
Ion exchange and adsorption on activated carbon are 
efficient treatments but they are not largely used due to 
their high operational costs. Alternatively, aquatic plant 
materials have shown a remarkably high adsorption 
capacity for heavy metals from water (Ajmal et al., 2000; 
Kadirvelu et al., 2000; Oliveira et al., 2004; Wase and 
Forster, 1997), as well as from regular aqueous solutions 
of the ions. 
 
 
 
*Corresponding author. E-mail: obohio2009@yahoo.com. 
Tel.:+2347035427080 

Selection of a treatment process is dependent on the 
nature of the wastewater and the quality of the effluent 
desired. Adsorption is a physico-chemical process that 
generally occurs at the interface of fluid-solid phases and 
is sometimes used to remove certain species that cannot 
effectively be removed from the wastewater stream by 
other conventional technologies (Liu, 2007). 

Some impurities affect the aesthetic qualities of the 
water, if they exceed secondary maximum contaminant 
levels (MCLs) established by EPA and the state, the 
water may need to be treated (Spellman, 2003a).  

The removal of metal ions in industrial effluent using 
biosorption process has been an area of extensive re-
search because of the presence and accumulation of 
toxic carcinogenic effect on living species. Some mate-
rials investigated for wastewater treatment were cotton 
(Zhao and Duncan, 1997); walnut waste (Gosset et al., 
1986), peanut skins (Upatham et al., 2002) , sugar cane 
wastes and onion skin (Dupont et al., 2003); coffee 
grounds (Bai and Abraham, 2001), apple waste 
(Villaescusa et  al.,  2000) ,  wool  fibre  (Singanan  et  al.,  



 
 
 
 
 
 
2006), bark and other cellulosic materials (Swamiappan 
and Krishnamoorthy, 1984), cottonseed hulls, rice straw, 
linseed flax straw (Freeland et al., 1974), soybeans hulls 
(Verwilghen et al., 2004). These investigations were due 
to the need for low cost, high availability adsorbents that 
required no need for complicated regeneration process. 

A study has been done with the shell of the seed of 
Chrysophyllum albidum carbon to adsorb lead (Pb) from 
aqueous solution (Amuda et al., 2007). C. albidum (G. 
Don) is a tropical edible fruit tree. It belongs to the family 
sapotaceae which has up to 800 species and make up 
almost half the order Ebernales (Ehiagbonare et al., 
2008). It is primarily a forest tree species and its natural 
occurrences have been reported in diverse ecozones in 
Nigeria, Uganda, Niger Republic, Cameroon and Cote 
d’lvoire. The plant often grows to a height of 36.5 m 
though it may be smaller. The African star apple fruit is a 
large berry containing 4 to 5 flattened seeds or some-
times fewer due to seed abortion. The plant has in recent 
times become a crop of commercial value in Nigeria. The 
fleshy pulp of the fruits is eaten especially as snack and 
relished by both young and old. The seeds are also used 
for local games. C. albidum fruit is common in both urban 
and rural centers especially during the months of Decem-
ber to April. The fruits are not usually harvested from the 
trees, but left drop naturally to the forest floor where they 
are picked (Amusa et al., 2003). 

This study investigates the removal of toxic heavy 
metal ions by C. albidum seeds from their aqueous solu-
tion and shows its inexpensive, highly available, effective 
metal ion biosorbent nature as local replacements for 
existing commercial materials. 
 
 
MATERIALS AND METHODS 
 
Preparation of chrysophyllum albidum seeds  
 
The seeds were gathered into a clean plastic bag. Other soluble 
dirty and coloured components were removed from the refuse 
seeds by washing with distilled water until colourless solution was 
observed at room temperature. The outer shells of the seeds were 
cracked open and the inner soft parts removed and dried at room 
temperature for a period of 3 days and afterwards ground. The 
ground seeds were sieved and were of particle size 0.25 to 0.5mm. 
This was to allow for shorter diffusion path, thus allowing the adsor-
bate (C. albidum seeds) to penetrate deeper into the effluent more 
quickly, resulting in a higher rate of adsorption (Adeyinka et al., 
2007). 
 
 
Preparation of synthetic wastewater 
 
The initial concentration used was 5.00 mg/l for copper, 4.00 mg/l 
for Nickel, 20.00 mg/l for Lead and 2.50 mg/l for Zinc and the 
contacting time was varied from 20 to 120 min. A stock solution of 
Nickel, Lead, Copper, Zinc and Aluminium was prepared in distilled 
water with Nickel (II) Sulphate, Lead (II) nitrate, Zinc (II) sulphate 
and Copper (II) sulphate. All working solutions of varying concentra- 
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tions were obtained by diluting the stock solution with distilled 
water. The pH of the effluent was adjusted to a pH of 5 to prevent 
hydrolysis. The concentration of metal ions in effluent was analyzed 
by atomic absorption spectrophotometer. For quality control 
purpose, the diluted water was digested and analyzed for every 
sample group to track any possible contamination source. A dupli-
cate was also analyzed for every sample to track experimental error 
and show capability of reproducing the results (Marshall and 
Champagne, 1995). 
 
 
Adsorption experiment 
 
The experiments were carried out in the batch mode for the mea-
surement of adsorption capabilities. The bottles with 500 ml capa-
city were filled with 50 ml of the synthetic wastewater and 1 g of 
ground C. albidum seeds. The bottles were shaken for a predeter-
mined period at room temperature in a reciprocating shaker for 2 h 
at 300 rpm. The separation of the adsorbents and solutions was 
carried out by filtration with whatman filter paper No. 42 and the fil-
trate stored in sample cans in a refrigerator prior to analysis. The 
residual metallic ion concentrations were also determined using an 
atomic absorption spectrophotometer (AAS). 
 
 
RESULTS  
 
The result are shown in Figure 1, 2 and 3. 
 
 
DISCUSSION 
 
Figure 1, shows the percentage removal of the various 
metal ions by the C. albidum seeds adsorbent. For all the 
metal ions present in the synthetic wastewater, there was 
a non linear rise in the percentage of metal ions removed 
with time. From the result of the adsorption experiment 
Cu2+ ions had the highest percent removal of 76.2 at the 
end of 120 min, followed by Ni2+ ions, Zn2+ ions and Pb2+  
ions with 63.0, 56.4 and 42.3 respectively. Also, from 
Figure 1, it was observed that with increase in time, the 
percentage removal of the C. albidum seeds increased 
gradually as seen from the plot, but it was not linear. It 
was also observed that the rate of adsorption increased 
significantly as shown by the difference in the value of 
percent removal of ions at 20 and 120 min of contact time 
for some of the metal ions present in the synthetic waste-
water. This result is important, as equilibrium time is one 
of the important parameters for an economical waste-
water treatment system.  

Figure 2 shows that for the adsorbent dose of 1.0 g 
there was an increase in the removal of metal ions. The 
larger the surface area, the larger the amount of metal 
ion adsorbed. This appears to be due to the increase in 
the available binding sites in the biomass for the comple-
xation of the heavy metals (Gong et al., 2005) with cor-
responding increase in percent removal of the heavy me-
tals. C. albidum seeds were able to achieve the percent 
removal of 76.2, 63.0, 56.4 and 42.3 for  Cu2+ , Ni2+,  Zn2+ 
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Figure 1. Variation of % removal of ion with time. 

 
 
 

 
 
Figure 2. Variation of % removal of ion with adsorbent dosage. 

 
 
 
 and Pb2+ ions respectively. 

Figure 3 shows that C. albidum seeds had a decrease 
in the removal of Cu2+ and Zn2+ ions and an increase in 
the removal of Pb2+ and Ni2+ ions when the pH of the 
aqueous solution increased from pH of 5 to 7. For an 
increased pH of 7 to 9 there was a decrease in the remo-
val of ions of Cu2+, Zn2+, Pb2+ and Ni2+ in the synthetic 
waste water under the study by C. albidum seeds. Re-
sults obtained from the adsorption experiment showed 
that the highest percent adsorption by C. albidum seeds 
was 66.5% removal for Ni2+ ions in the synthetic waste 
water at pH value of 7.  

With increase in pH from 5 to 9, the degree of protona-
tion of the adsorbent functional group decreased gra-
dually and hence removal was decreased. A close rela-
tionship between the surface basicity of the adsorbents 
and the anions is evident. This is in agreement with 

others (Leon et al., 1992; Radovic et al., 1997; Faria et 
al., 2004). 

Many of the important properties of wastewater are 
due to the presence of weak acids and bases and their 
salts (Spellman, 2003b).  
 
 
Conclusion 
 

The removal of metal ions in synthetic wastewater by 
using biosorption technology was investigated. The re-
sults obtained, gave the following conclusions. The 
ground C. albidum seeds were found to be effective in 
the removal of Ni2+ ions from the synthetic waste water. 
The percent removal of Ni2+ ions was 66.5 with an effect- 
tive dose of 1.0 g of dried C. albidum seeds (bioadsor-
bent) at pH 7.0. 

For the  contact  time  of  120 min  76.2%  of  Cu2+  ions 
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 Figure 3. Variation of % removal of ion with pH. 

 
 
 
were removed from the aqueous solution by chryso-
phyllum albidum seeds used as adsorbent. 

C. albidum seeds can be an effective biomaterial for 
removal of some heavy metal ions from industrial waste-
water.  
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